INSPECTION CHECKLIST FOR OVERHEAD/JIB HOIST/SERVICE TRUCK CRANES

CRANE NUMBER:____________________________
LOCATION:_________________________________
CAPACITY:__________________________________
INSPECTION OF:
MACHINERY								 S		 U	
1. Wire rope/Chains……………………………………………………………………….	☐		☐
2. Block and hooks………………………………………………………………………….	☐		☐
3. Hook safety latch………………………………………………………………………..☐		☐
4. Wire rope reeving/Sprockets………………………………………………………☐		☐
5. Safety guards………………………………………………………………………………☐		☐
6. General appearance……………………………………………………………………	☐		☐
CONTROLS AND RAILS
7. Pendant (Pushbutton station)…………………………………………………….	☐		☐
8. Start/Stop button……………………………………………………………………….	☐		☐
9. Proper markings (Controls)………………………………………………………...☐		☐
10. Proper markings (Rails)……………………………………………………………….☐		☐
OPERATIONAL
11. Limit switch………………………………………………………………………………..	☐		☐
12. Hoist travel…………………………………………………………………………………	☐		☐
13. Trolley travel………………………………………………………………………………	☐		☐
14. Swing Travel……………………………………………………………………………….	☐		☐
15. Bridge travel……………………………………………………………………………….	☐		☐
16. Brake(s)………………………………………………………………………………………	☐		☐
17. Electrical disconnect…………………………………………………………………..	☐		☐
18. Supervisor notified for an item checked unsatisfactory (U)………… Y		 N
☐		☐
INSTRUCTIONS
Inspect all applicable items.  Suspend all operations when a condition exists that could cause and accident.  Follow the Rio Tinto Minerals Boron Isolation Lock Procedure for equipment
Operator Signature:_____________________________________________ Date:___________________
Remarks: _____________________________________________________________________________
_____________________________________________________________________________________
_____________________________________________________________________________________
